
FITTING INSTRUCTIONS 
TOYOTA LANDCRUISER LC70 SERIES
1984-CURRENT MODELS TM400 - TM401

TOWING
MIRRORS
BUILT FOR WORK & PLAY!



CONGRATULATIONS ON
YOUR PURCHASE OF A  
QUALITY MSA 4X4 TOWING MIRROR!

MSA 4X4 Towing Mirrors are simple to fit 
as they mount onto your vehicle door in 
the same position as your existing mirrors.

1 x  Left hand side mirror 
1 x  Right hand side mirror 
1 x  Complete fitting kit 
1 x  Installation instructions

If anything is missing, please contact us via: warranties@msa4x4.com.au

Getting Started:
Here’s what comes inside the box:

TOWING
MIRRORS

Standard fitment to vehicles with the Toyota fitted 
extended side mirrors and 76 & 78 Series with OE mirrors.

MODELS TM400 - TM401

MSA 4X4 Towing Mirrors are simple to fit 
as they mount onto your vehicle door in 
the same position as your existing mirrors.

1 x
1 x
1 x
1 x

If anything is missing, please contact us via: 

Getting Started:
Here’s what comes inside the box:
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The 70 series mirrors o�er di�erent 
fitting requirements.
Please fully read these instructions before proceeding with any fitting of your 
MSA Towing mirrors. 

Fitting of the MSA Towing Mirror requires drilling of your vehicle, if you are not 
confident in doing this please contact one of our recommended dealers.

Everything you need to fit the MSA Towing Mirrors is included in your fitting kit. 

Recommended Tools for installation:

> Phillips head screwdriver 

> Flat head screwdriver 

> Small ratchet with 10mm socket  

> Trim panel removal tools 

> Drill

> 3-4mm pilot drill bit

> 7mm drill bit 

IMPORTANT
INFORMATION

TOWING
MIRRORS
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First start with removing the door panels as per recommended manufacturer’s instructions. Once this 
is done you can remove the OE mirror, you will also need to move your Toyota badge to allow installation. 
This is easily done by carefully using a heat gun to heat up the badge to soften the glue, or you can use 
a small piece of fishing line behind the badge and pull through to cut the tape away. (FIG 1)

Removing the Badge on 76 & 78 Series
Removing this badge will leave small holes showing in your door after the final mirror fitment as they are held 
in place with locator pins. To leave your badge in place you will need to follow the steps as outlined below.

TOWING
MIRRORS

Figure 1

Figure 2

Prepare the Vehicle1

NOTE.
You can opt to leave your badge in place and cover it 
with your mirror. You will not need the small secondary 
rubber insert provided, although this is not widely done 
there is the option to do so. (FIG 2)
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